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Part 1 Spraying and Finishing 

Prep at least 3 inches around the repair area with 280-320 sand paper. Mask the area to prevent overspray. Wipe the area clean with a solvent.  
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Mix 70-80% gel coat with 20-30% patch-aid and 2% catalyst of the total batch size in a cup. Apply the spray patch in an even sweeping pattern. The finished patch should look smooth and shiny. Do not apply any additional gel coat after it has reached gel stage, 5-15 minutes depending on temperature and type of patch aid used(see patch can for more information).  Allow to fully cure and sand as instructed above before applying second coat. Allow for curing time of 45-90 minutes to 4-6 hours  depending on the climate, temperature and type of patch aid used.  If shooting any color, it is recommended that you let the gel cure over night before attempting to sand or buff.
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Color area with a grease pencil, pencil or wipe with Dykem to highlight the repaired area. 
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Sand the patch with a 280-320 grit sand paper. Sand only as much as necessary to remove the orange peel.  Color from grease pencil/pencil should be a guild for when to stop sanding.  When color is gone stop sanding.  Keep the block or sander flat to prevent a wavy patch. Stop sanding after markings are gone (grease pencil/pencil)
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Re-color the area with a grease pencil or wipe with Dykem to highlight the repaired area.  Sand the area with 600-800 grit sand  paper. Sand only as much as necessary to remove the 280-320 grit scratches. Keep the block or sander flat to prevent a wavy patch.
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Buff the area with a mild compound (Spectrum Color sm25 or sm20 to remove the 600-800 grit scratches. Repeat until the area is free of sanding scratches. Do not dry buff or over buff the area. This can discolor or remove all of the gel and require respraying. Polish (Spectrum Color sm35 or sm30) to a deep shine with a wax or glaze. 
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Wipe the area clean with a dry rag to remove excess compound or glaze.
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